
VIXXM½GEXS
HqGSV�VIXXM½GEXS

20x20
20x20

8”x8”
8”x8”

16
16

0.64
0.64

13.57
13.57

72
72

46.08
46.08

977.04
977.04

IMBALLI - PACKING

mm inch
pezzi/sc
pcs/box

mq/sc
sqm/box

kg/sc
kgs/box

sc/pl
box/pal

mq/pl
sqm/pal

kq/pl
kgs/pal

il peso riportato è comprensivo del pallet di supporto���XLI�MRHMGEXIH�[IMKLX�MRGPYHIW�XLI�WYTTSVXMRK�TEPPIX���PI�TSMHW�
MRHMUYr�IWX�GSQTVMW�HI�PE�TEPIXXI�HI�WYTTSVX���HEW�ERKIKIFIRI�KI[MGLX�ZIVWXILX�WMGL�IMRWGLPMI�PMGL�HIV�TEPIXXI

FUGHE - JOINT - JOINT - FUGE
per materiale UHWWL¼FDWR prevedere una fuga di almeno 2 mm sul monoformato e necessariamente 3 mm sul multiformato
por VIGXM½IH�QEXIVMEP��[I�VIGSQQIRH�E���QQ�KVSYX�EX�PIEWX�[LIR�YWMRK�SRI�WM^I�SRP]�ERH�E���QQ�KVSYX�JSV�QYPXMWM^IW�PE]MRK�WSPYXMSR
pour le matériel VIGXM½q�TVqZSMV��YR�QMRMQYQ�HI���QQ�HI�NSMRX�IX��QQ�TSYV�PE�TSWI�QYPXMJSVQEX
JYIV�VIXXM½^MIVXIW�QEXIVMEP�QSRSZIVPIKYRK�[SPPIR�WMI�FMXXI�IMRI�JYKI�ZSR���QQ�ZSVWILIR�¯�JYIV�QSHYPZIVPIKYRK��IMRI�JYKI�ZSR���QQ

20 x 20
8’’ x 8’’

DÉCOR 1 - 2 - 3 - 4 - 5 - 6 - 7 - 8 - 9 - 10 - 
11 - 12 - 13  RETTIFICATO

79

TECHNICAL INFORMATION & PLUS

BLANC - NOIR - GRIS - BLEU  RETTIFICATO

20 x 20
8’’ x 8’’ 75

CARATTERISTICHE TECNICHE - TECHNICAL FEATURES

assorbimento d’acqua  
[EXIV�EFWSVTXMSR
 
VIWMWXIR^E�EPPE�¾IWWMSRI��6

breaking strength

resistenza agli acidi
resistance to acid

resistenza al gelo
JVSWX�VIWMWXERGI

resistenza alle macchie
stain resistance

planarità
WYVJEGI�¾EXRIWW

spessore
thickness

GSIJ½GMIRXI�H´EXXVMXS��WGMZSPSWMXk

WXEXMG�GSIJ½GMIRX�SJ�JVMGXMSR

variazioni cromatiche
color shade

<0.5%

35 N/mm2

GLA

resiste
frost proof  

4

±0.5%

10 mm

A+B  
R10
>0.42

V2   variazione leggera
V2   slight variation

ISO 10545-3

ISO 10545-4

ISO 10545-13

ISO 10545-12

ISO 10545-14

ISO 10545-2

DIN 51097
DIN 51130
DCOF BOT3000

characteristics or properties declared valuesstandards

54 55
UNICOMSTARKER 
CONTEMPORARY SURFACES
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